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Under normal operation of the Q-AMS, JMS mode is run in
tandem with MS mode to allow the calculation of these scaling
factors. The scaling factor is calculated using an error weighted
least distance fit on the JMS and MS data at the specified m/z’s,
and can be verified in principle using the 1 ms scan (Figure 1).
The scaling factor remains constant as the location of the JMS
scan in m/z space is always the same, unless tuning parameters
within the quadrupole or control software are changed. There-
fore only a single scaling factor is needed for most campaigns.
The scaling factor is typically in the range of 0.8–1.3, and varies
as a function of m/z. Following normalization, the JMS signals
are imported into the full mass spectra obtained in MS mode.
These new data for specific m/z channels are processed in place
of the original MS-derived data using the “fragmentation table”
approach of Allan et al. (2004) to generate mass concentra-
tions of species including total organics, nitrate, sulphate, and
ammonium.

3. FOURIER ANALYSIS OF JMS IMPROVEMENTS
In order to characterize the benefit of the JMS mode of op-

eration Q-AMS mass concentration time series using MS data
with and without JMS improvements were analyzed using Fast
Fourier Transforms (FFT). The FFT (Press et al. 1992) pro-
vides information on the signal at different sampling frequencies
within a time series.

The University of Manchester Q-AMS was deployed dur-
ing July 2005 as part of the CityFlux (Emission, Transport and
Chemical Processing of Pollutants within Cities) field campaign.
The instrument sampled ambient aerosol though an inlet on the
roof of the University of Manchester Sackville Street Build-
ing, which is situated approximately 30 m above street level
(Williams et al. 2000). CityFlux was designed to investigate
particle fluxes from Manchester City Centre and thus required
highly time resolved measurements. For this reason the Q-AMS
was run for 14 days with 1 minute averaging intervals with the
JMS mode in addition to the usual MS and PToF modes, to allow
a comparison of the high speed aerosol data with similar reso-
lution trace gas measurements. The sample time in each of the
three modes was 20 s out of every minute, with 0–300 m/z MS
scans, and 12 m/z’s in JMS and PToF mode. Approximately 2
s of dead time was attributed to each 20 s scans for all modes of
operation to accounts for chopper movements, and data acqui-
sition duty cycles of 85% and 65% were measured for MS and
JMS mode, respectively.

The FFT of the MS and JMS nitrate, sulphate, total organic,
and m/z 43 organic concentrations from CityFlux are shown
in Figure 2 as Magnitude Squared (defined as Power) versus
frequency. The data is processed by importing m/z’s 30, 46,
48, 43, 44, 55, and 57, which are mainly due to the following
ions: NO+, NO+

2 , SO+, C2H3O+ and C3H+
7 , CO+

2 , C3H3O+ and
C4H+

7 , C3H5O+, and C4H+
9 (DeCarlo et al. 2006). The remaining

5 m/z’s scanned were used to monitor other species not consid-
ered in this analysis. Attempts to increase ammonium signal to
noise using the JMS mode were unsuccessful due to large back-

ground noise at interfering water and air peaks in the spectrum.
However making the assumption of charge balance (which can
be verified using measured ammonium, nitrate, and sulphate) an
improved estimate of ammonium can be calculated based on a
charge balance on the JMS improved sulphate and nitrate mass
concentrations. While this may not be an acceptable assumption
in some environments, its validity can typically be verified using
MS mode data (Zhang et al. 2007).

The region of constant power at high frequency in the power
spectra (representing the variance (Stull 1988)) shown in Figure
2 associated with high frequency random noise (“white noise,”
with approx. the same power at all frequencies) in the instrument
is visibly lower for the JMS data by approximately a factor of
10 for all species except total organic mass. The lowering of
the white noise level in the power spectrum for the JMS data
means that signal becomes resolvable above the noise at higher
frequencies of sampling when JMS data is used. Noise in the
power spectra can be estimated using Equation (2) (Stull 1988)
which states the standard deviation is proportional to the square
root of the area under the power spectrum between a and b, where
a and b only contain high frequency noise (taken as 7 × 10−3

and 8 × 10−3 Hz, respectively, for these data). The reduction in
noise of the measurement can be predicted by taking the ratio
of the integrated areas of the MS and JMS power spectra.

σX ∝
√∫ b

a
PX (υ)dυ [2]

The relative reduction in the standard deviation was determined
to be 4.6, 3.0, 1.3, and 3.5 for nitrate, sulphate, total organics,
and m/z 43, respectively, using the power spectrum analysis.
The largest reduction in standard deviation was found for ni-
trate, as the two major ions produced (NO+ and NO+

2 ) were
both sampled in JMS mode. A reduction in sulphate noise was
found, but this is not as large as the nitrate reduction, as only
one m/z was sampled for sulphate, which has typically 4 major
fragments. A smaller reduction in the noise of the total organic
signal is found. Assuming the organic signal is made up of sig-
nal from 0.45 m/z for each m/z scanned, and from 250 peaks in
the mass spectra, each data point in the MS organic time series
has a total sample time of 5.74 s, whereas with the additional
use of the JMS data the total sample time increases to 9.44 s.
However this MS mode scan time for the organics is not a fair
representation of the noise levels as a majority of the organic
signal is found in only a small fraction of the peaks, depending
on the specific species under study. When compared to the in-
crease in sample time for a species such as nitrate (from 0.054 s
in MS mode to 3.01 s in JMS mode) it is clear where this reduc-
tion in signal to noise comes from. A reduction in the noise of
organics at m/z 43 was found to be significant, consistent with
a large increase in scan time. However, using this technique the
improvement was not as large as that for the inorganic species.
This could be a result of natural variability in the organic aerosol
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DESCRIPTION AND USE OF THE JMS MODE FOR THE Q-AMS 869

FIG. 2. Power Spectra (Magnitude Squared of the Fourier Transform) of different species using both the MS (light grey) and JMS (dark grey) data. Black spectra
are sulphate data using only sulphate mass at m/z 48 JMS data and a scaling factor of 4.59.

at m/z 43 occurring on timescales shorter than sampling time
due variations in primary organic concentrations brought about
by inhomogeneities in traffic activity and street canyon air mix-
ing, as reported by Zhang et al. (2005) . This would manifest
itself in an apparent increase in instrumental noise and could
explain the apparently low increase in signal to noise.

Figure 3 shows the normal MS-derived sulphate mass con-
centration with a modified JMS-derived sulphate concentra-
tion during CityFlux. Here, instead of simply importing the
higher signal to noise JMS data and using this with the other
standard MS data to calculate the total sulphate mass, only
the mass concentration at m/z 48 is used, and scaled up
to the total sulphate mass concentration using the expression
SO4total = 4.59 × SO4m/z48. This relationship was determined
from linear regression of the data, forcing the intercept to equal
zero. This can be done due to the predictable fragmentation pat-
tern of sulphate and the small organic interference at this m/z
(DeCarlo et al. 2006).The relative contribution of m/z 48 to to-
tal sulphate (i.e., the fragmentation of sulphate) is also shown
in Figure 3 as a time series and is stable with no significant de-
viations. This is not the case for either nitrate or organics, as
the fragmentation of these species is composition dependent,

with ammonium nitrate and sodium nitrate producing signifi-
cantly differing spectra (Alfarra 2004). An increased reduction
in noise (from a factor of 3.03 to 3.90) is found when using only
m/z 48 to calculate the total sulphate mass. This is demonstrated
by the reduction in the white noise level in Figure 2 for the JMS*
SO2−

4 spectra.
The predicted relative reduction in noise (using Equation [1]

and the operation conditions of the Q-AMS during CityFlux)
is approximately a factor of 6.35 per m/z. The improvement to
the nitrate signal is the closest to the theoretical maximum, as
all major fragments are scanned in JMS mode. Sulphate signals
approach this limit but still have some degree of extra noise,
whereas the organics at m/z 43 and total organics get progres-
sively less benefit from the JMS mode.

Noise reduction never approaches the theoretical limit. How-
ever, the reduction in noise predicted by the use of Equation (2)
applies over a specific frequency range of the power spectrum.
This may not describe the overall reduction in standard devia-
tion, as the FFT only provides information up to a maximum
of half the original sample frequency, meaning the benefit to
the one minute data cannot be assessed. Also, true variability
in aerosol loadings over time intervals of twice the sampling
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870 J. CROSIER ET AL.

FIG. 3. Time series of sulphate in Manchester during the CityFlux project from MS data and predicted based on JMS derived sulphate at m/z 48. Also shown is
the m/z 48 contribution to sulphate mass.

time or less would also result in an apparent increase in noise,
reducing the apparent benefit of the JMS data.

4. JMS APPLICATIONS
The JMS mode of operation has been used extensively on

the Q-AMS onboard the UK Facility for Airborne Atmospheric
Measurements (FAAM), with the instrument measuring for

FIG. 4. Time series of 30-second nitrate mass concentrations from the FAAM aircraft during the AMPEP project using JMS data and MS data.

over 200 hours collectively on research flights. Throughout
spring/summer 2005 numerous research flights were conducted
for the AMPEP project (Aircraft Measurement of Chemical Pro-
cessing and Export Fluxes of Pollutants over the UK), which
aimed at estimating the emission of pollutants in both the gas
and particle phase from the UK. Figure 4 shows a 30-second
averaged time series of nitrate mass concentrations enclosed
within one standard deviation (as calculated in Allan et al. 2003),
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DESCRIPTION AND USE OF THE JMS MODE FOR THE Q-AMS 871

FIG. 5. Smog chamber data from alpha-pinene photooxidation. Time series of the m/z 43 to 44 ratio for both MS and JMS data, as well as time series for both
m/z 43 and 44.

calculated using the MS and JMS optimized (m/z 30, 46) data,
respectively, on AMPEP flight B097 on 25th May 2005. It ap-
pears that the JMS mode improves the temporal signal of the
nitrate mass concentration, resulting from a reduction in noise
(this can be seen in the time series 08:00–09:30, with nitrate lev-
els below detection limits). This results in key structures within
the data becoming increasingly resolved. The relative reduction
in noise (measured as the relative reduction in standard deviation
of the nitrate signal for the initial period of near zero nitrate mass)
was found to be a factor of 5.81. This approaches the maximum
benefit possible (assuming 85% and 65% data acquisition duty
cycle for 10 seconds of MS and JMS data respectively, with 0–
300 m/z scans at 1 m/z per ms, and JMS scans for 9 m/z’s using
the 60 ms JMS cycle), which is 7.33. For aircraft flux inventory
work such as that carried out during AMPEP, this increase in
signal to noise is crucial, as in addition to improving the abso-
lute accuracy of the measurements, the resulting improvements
to the spatial resolution are vital for identification of sources.
The two time trends are also of the same order, meaning that the
scaling factor technique adopted did not introduce measurement
artefacts. Also the estimated errors in the 30-second JMS nitrate
data from the aircraft are much smaller than the magnitudes of
the plumes, whereas the errors in the standard MS data are much
larger, which results in the loss of some information.

The JMS mode of operation is not only useful in aircraft
studies, but in any highly dynamic laboratory studies such as

chamber studies of Secondary Organic Aerosol (SOA) forma-
tion. Figure 5 shows MS and JMS Q-AMS time series for m/z’s
43 and 44 (the latter corrected for gas-phase CO2) taken during
an alpha-pinene photooxidation experiment at the Paul Scherrer
Institute (PSI, Villigen, Switzerland) smog chamber at 2-minute
averaging times. Not only is there an increase in the signal to
noise of the JMS data, the high temporal information allows
insight into possible chemical changes in the aerosol. For exam-
ple also plotted in Figure 5 is the ratio of m/z 43 (C2H3O+ and
C3H+

7 ) and 44 (CO+
2 ). The time trend of this ratio when calcu-

lated from MS data is very noisy and shows little information at
the start of the experiment, however a clear trend in JMS data
can be resolved at the start of the experiment that may allow
insight into the processes involved in SOA formation. Without
such high temporally resolved and sensitive measurements, this
important information would not be available. A relative reduc-
tion in the standard deviation of the signals in the presence of no
aerosol mass was found to be 6.0 for both m/z’s (the theoretical
improvement is calculated to be a factor of 6.35).

5. CONCLUSIONS
A new mode of operation for the Q-AMS is demonstrated

and is found to increase the sensitivity to inorganic species that
typically break into few fragments upon vaporization/ionization
in the instrument, or species such as sulphate which fragment in
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a predictable manner. The same is true for key organic fragments
that can be used as characteristic markers. However, the benefit
to the total organic signal is limited due to the large number
of peaks associated with the organic mass spectra. The relative
increase in sensitivity is related to the relative dwell time in the
MS and JMS modes of operation, and also the number of m/z
scanned in the JMS mode. Assumptions about the fragmenta-
tion of sulphate can lead to increases in signal-to-noise to the
overall sulphate signal. Improvements to nitrate (both m/z 30
and 46 due to composition-related variation in fragmentation)
and sulphate (m/z 48 or 64) are easily achieved using the JMS
mode, which can prove useful in situations where highly time
resolved measurements are needed, such as in-situ cloud acti-
vation and droplet nuclei composition measurements. Improve-
ments to non-refractory chloride measured by the Q-AMS could
also be achieved due to the small number of fragments produced
(typically at m/z 35 and 36) but are not investigated here.

When combined with standard Q-AMS operation in MS
mode, a decrease in detection limit for the Q-AMS by a fac-
tor of 4.5, 3.9, 1.3, and 3.5 for nitrate, sulphate, total organics,
and m/z 43 mass loadings was achieved for 1 minute time inter-
val (20 s in each of the three Q-AMS mode, monitoring 10 m/z
in JMS mode) was calculated using Fourier analysis. These are
somewhat lower than the value predicted by the increase in sam-
ple times. This could be due to natural variability and particle
counting statistic appearing as noise in the FFT power spectrum.
Also, the noise improvements from an FFT can only be deter-
mined at frequencies less than half the sample frequency. Noise
improvements calculated from zero particle filter runs showed
improvements closer to the theoretical predictions.

Important information on organic functionality can be ob-
tained with high time resolution at low concentrations using the
JMS mode as demonstrated using the data from the PSI smog
chamber. However a reduction in signal to noise for the PToF size
distributions means that careful consideration of mode operating
times should be undertaken for each experiment (DeCarlo et al.
2006). Also, the low flowrate into the Q-AMS (typically 1.4 cm3

s−1) means that particle counting statistics limit the maximum
time resolution of the instrument in many environments.
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