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[11 The cryogenic frost point hygrometer (CFH), currently built at the University of
Colorado, is a new balloon borne hygrometer, which is capable of continuously measuring
water vapor between the surface and the middle stratosphere. The design is loosely
based on the old NOAA/CMDL frost point hygrometer, with improved accuracy and a
number of significant new features that overcome some limitations of the older instrument.
The measurement uncertainty of the new instrument depends on altitude and ranges
between less than 4% in the tropical lower troposphere to no more than 10% in the middle
stratosphere at 28 km. In the tropopause region the uncertainty is less than 9%. This
instrument is used routinely at several sites for validation of satellite measurements and
process studies in the upper troposphere and lower stratosphere region. It has proved to be
particularly well suited for dehydration observations in the tropical upper troposphere,
because the effects of cloud contamination have been significantly reduced. Results of this
instrument are compared with the old NOAA/CMDL hygrometer, the Russian Fluorescent
Lyman Alpha Stratospheric Hygrometer, the Vaisala RS92, the AURA/MLS satellite
instrument, a cloud lidar, the NOAA/CSD frost point hygrometer and the Harvard
Lyman-alpha hygrometer, both of the later instruments flown on board the NASA WB-57F
high-altitude research aircraft. These comparisons demonstrate the level of accuracy of
tropospheric and stratospheric water vapor measurements made by this instrument and

point to areas where more research and development are needed.

Citation: Vomel, H., D. E. David, and K. Smith (2007), Accuracy of tropospheric and stratospheric water vapor measurements by the
cryogenic frost point hygrometer: Instrumental details and observations, J. Geophys. Res., 112, D08305, doi:10.1029/2006JD007224.

1. Introduction

[2] Accurate in situ measurements of water vapor be-
tween the middle troposphere and the middle stratosphere
remain a technical challenge. These measurements are
important because of not only the strong impact of water
vapor on our climate system but also the urgent need for
validation of remote sensing observations from spaceborne
or ground-based remote sensors. In situ measurements in the
upper troposphere and lower stratosphere are typically
obtained only with instruments on board high-flying
research aircraft or expensive research balloon platforms.
However, large discrepancies between instruments, even
those on the same platform [Kley et al., 2000], have made
interpretation of the observations difficult. Radiosondes,
depending on the manufacturer, generally provide useful
data only in the lower and middle troposphere. Only a few
techniques currently exist that allow frequent observations
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on small meteorological balloons and only one has been in
use for an extended period of time. This instrument, a frost
point hygrometer in regular use by NOAA/CDML for the
last 26 years, is based on a design by Mastenbrook and
Dinger [1960]. Its only major change occurred in 1979,
when the stratospheric water vapor program was moved
from the Naval Research Laboratory (NRL) to NOAA/
CMDL (now Global Monitoring Division of the NOAA/
Earth System Science Laboratory) in Boulder, Colorado.
This instrument has been one of the most important tools
for stratospheric water vapor measurements and has
significantly contributed to our understanding of strato-
spheric water vapor [e.g., Oltmans and Hofmann, 1995,
Vomel et al., 1995, 2002]. However, because of its design,
this instrument has been limited to measurements of strato-
spheric and middle to upper tropospheric water vapor,
with upper tropospheric water vapor measurements being
slightly less reliable than stratospheric measurements [e.g.,
Vomel et al., 2007]. Furthermore, its design led to some
variability in performance and made it unsuitable for large
observation programs.

[3] An attempt was made to improve performance and
reduce the size of this type of instrument by incorporating
digital electronics [Brown and Lichfield, 1988], but it was
abandoned despite some successful soundings (G. Brown,
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Figure 1. Schematic of the CFH sonde. The dashed lines

indicate the vertical inlet tubes. The airflow inside the tubes
is downward during balloon ascent and upward during
descent. Only the lens and the mirror are exposed to the
airflow inside the tube. The microprocessor controller
regulates the mirror temperature such that the bulk
reflectivity of the frost covered mirror remains constant.

personal communication, 2004). Therefore we have devel-
oped a new cryogenic frost point hygrometer (CFH) that
overcomes most of the limitations of the NOAA/CMDL
instrument and at the same time significantly reduces
power consumption, weight, and cost. The CFH also
requires less skill to operate and can be launched using
smaller balloons, which is of great importance for the
network of stratospheric and upper tropospheric water vapor
sounding sites currently in preparation. Details of this
instrument and its uncertainties, possible artifacts and char-
acteristics are described below.

2. Instrument Description

[4] The instrument is based on the chilled-mirror princi-
ple: the temperature of a mirror is controlled such that it
maintains a small and constant layer of condensate coverage
(Figure 1). Under these conditions the mirror temperature
equals the frost or dew point temperature of the air passing
through the sensor. The mirror is connected to a cryogenic
liquid (currently Trifluoromethane), which is able to cool
the mirror to between 30°C and 100°C below any ambient
frost point temperature. The mirror temperature is controlled
by heating against this cold sink, which allows both fast
heating and fast cooling rates. This cooling capacity avoids
the low humidity limits faced by Peltier-cooled frost point
instruments [e.g., Vomel et al., 2003].

[5] The mirror disk is 1.27 mm thick with a diameter of
7 mm. The location of the thermistor is about 2 mm from
the center of the mirror disk. The thermistor has a diameter
of 0.46 mm and is glued into the mirror disk. The mirror and
cold finger piece is machined from OFHC (oxygen free high
conductivity) copper and gold plated.

[6] The frost or dew coverage on the mirror is detected
by a photodiode that senses infrared light emitted by a
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light-emitting diode (LED) and reflected off the mirror. A
feedback controller uses the photodiode signal to control
the heater and maintain the mirror temperature at the
ambient frost point temperature. Several important features
were incorporated into this new instrument that allow
higher-accuracy measurements between the surface and
roughly 25-28 km altitude in all climate regimes. Opti-
mization of the mechanical and optical design as well as
the use of a microprocessor instead of simple analog
electronics led to significant weight savings and improved
performance.

[7] The CFH weighs less than 400 g, including batteries
(but excluding the cryogen), compared to more than 2000 g
for the old NOAA/CMDL hygrometer. It is currently
designed to be combined with ozone sondes to provide
simultaneous profiles of water vapor and ozone. Launch
preparations have been simplified significantly allowing any
skilled balloon operator to launch this instrument. The
instrument has a built in safety feature, which limits the
mirror temperature to a maximum of 40°C. This feature
prevents accidental burnout of the mirror heater, which may
be caused by accidental misalignment of the optical path
or foreign matter on either the lens or the mirror. Acciden-
tal burn out had also been a threat in humid tropical
conditions if condensation formed on the detector lens
after the instrument had been brought outside from an air-
conditioned lab.

2.1. Condensate Detector

[8] The photodiode/LED pair used to detect the conden-
sate coverage on the mirror surface is highly temperature
sensitive and can lead to drift in the baseline signal.
Temperature stabilization of the optical assembly largely
eliminates this drift. To further reduce the temperature drift
a second photodiode/LED pair is used in parallel and
thermally connected to the first sensing pair. The photo-
diode of the reference path looks directly at the reference
LED, and therefore compensates the residual thermal drift.
The use of both thermal stabilization and the reference path
makes the instrument less sensitive to changes in environ-
mental conditions that arise from the wide range of climatic
regions and solar heating that this instrument experiences.

[v] The optical path has been optimized. The core of the
LED light spot and the area seen by the photodiode are
centered on the inner 50% of the mirror surface. This
eliminates the possibility of influences of the mirror edge
on the frost detection.

[10] Since the CFH is intended for use during daytime as
well as nighttime, sunlight has to be filtered out. The use of
baffles, sun shields or other mechanical means to reduce
ambient sun light at the detector was found to be not
suitable, since any of these means are strong sources of
contamination and affect the stratospheric part of the
measurement. Baffles and sun shields also have been found
to make the instrument highly sensitive to cloud contami-
nation in particular in tropical soundings. Instead of
mechanical shielding, a phase-sensitive detector was imple-
mented to eliminate the solar contribution in the photodiode
signal. The phase-sensitive detector is based on a switching
device, which turns the LED on and off with a rate of 5 kHz,
and calculates the difference between the photodiode
signals with the LED turned on and the LED turned off.
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Figure 2. Difference between the calibration fit and the
actually measured temperatures in a calibration run of
30 thermistors. The four calibration points are chosen to
minimize the error at the warm and cold end of the
temperature range.

This eliminates any solar influence on the condensate
detection and allows a clean and highly sensitive control
of the condensate coverage on the mirror.

2.2. Mechanical Integration and Contamination

[11] Figure 1 shows a representation of the geometry and
orientation of all parts, although the parts are not to scale.
The entire assembly is enclosed in an insulating foam box
and only the inlet tubes are extending above and below the
foam box. Clean sampling of ambient air is essential for
water vapor observations in the upper troposphere and
lower stratosphere. The CFH uses 17-cm-long stainless
steel inlet tubes with a diameter of 2.5 cm and a wall
thickness of 0.025 mm at the top and bottom of the
instrument. These inlet tubes extend roughly 12 cm beyond
the instrument in both directions and are exposed to
sunlight. The thermal mass of these tubes is small and we
believe that their temperature is close to ambient, except for
solar heating, which will keep them warmer during daylight
hours. We do not believe that there is a very large transfer of
water vapor to and from these walls in the troposphere and
lower-most stratosphere. We estimate that the flow through
these tubes is roughly 50% of the balloon velocity. With a
typical ascent velocity of 5 m/s the air passes through the
inlet tube in about 70 ms. In most cases this is sufficient to
minimize self contamination by the inlet tubes up to about
25 km altitude. Self contamination is negligible on descent
because of the higher velocity of around 30 m/s to 60 m/s in
the upper part of the descent and 15 m/s to 20 m/s in the
tropopause region.

[12] The CFH is launched on small meteorological bal-
loons, typically 1200 g rubber balloons for the combined
CFH/ozone sonde payload. For this size balloon, contami-
nation becomes noticeable above approximately 25—27 km,
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even if the instrument is suspended 30 m below the balloon
train. Flying through a moist troposphere can increase the
balloon contamination somewhat, while a dry troposphere
may allow clean sampling up to about 28 km on ascent. In
the range between 20 km to 25 km balloon contamination is
occasionally identifiable as very distinct peaks of high
values as the swinging payload passes through the balloon
wake. These contamination peaks are not reproduced on
descent and are more severe if the instrument is suspended
closer to the balloon. Contaminated observations, if present,
are screened out in the data processing.

2.3. Thermistor Calibration and Data Transmission

[13] The mirror temperature is measured by a thermistor
imbedded in the mirror disk. Each thermistor is individually
calibrated to a NIST traceable standard over the temperature
range +25°C to —100°C. A four point equation [adapted
from Steinhart and Hart, 1968] is used to simplify the
conversion from resistance to temperature. The calibration
points are chosen such that the error is minimized over the
range of expected frost point temperatures, about +25°C at
the tropical surface to —94°C in the middle stratosphere or
at the extreme tropical tropopause. The use of this equation
introduces a systematic error not greater than 0.04°C for all
mirror temperatures between —94°C and +25°C (Figure 2).
At both the warm and the cold end of the temperature
spectrum, this is a significant improvement over the previ-
ously used fixed three point calibration fit for the old
NOAA/CMDL hygrometer [see Vomel et al., 2007]. This
improved fit is particularly relevant for measurements near
the surface and the determination of the total water vapor
column, as well as for middle stratosphere and cold tropical
tropopause observations, where the calibration fit can be
used without correction.

[14] Six standard thermistors are recalibrated in every
calibration run of thirty thermistors. This helps to identify
potential problems between calibration runs and can be used
to establish the stability of the calibration procedure. So far,
these thermistors have been recalibrated in ten different
runs. Among all thermistors and all calibration runs, the
resistances at four standard temperatures were reproduced to
within 0.06% =+ 0.5%. This uncertainty in the resistance
measurement translates to an uncertainty in the temperature
measurement of 0.007°C + 0.03°C (1o) over the entire
temperature range. Therefore, on the basis of the recalibra-
tion of these six standard thermistors, we can assume that
the uncertainty in the mirror temperature measurement
introduced by the calibration procedure is less than
0.03°C at the 1 — o level.

[15] The thermistor resistance is measured by a micro-
controller using a 24 bit A/D converter. This minimizes the
length of analog lines that this signal has to travel through
and therefore the susceptibility to radiofrequency interfer-
ence, which has been an issue in the past [Vomel et al.,
1995]. The mirror temperature is then transmitted digitally
through the EnSci ozone sonde interface and the Vaisala
RS80 radiosonde. The microcontroller code already applies
the individual thermistor calibration to calculate the mirror
temperature, eliminating the risk of operator error entering
the wrong calibration coefficients. The effective resolution
of the mirror temperature being transmitted to the ground is
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Figure 3. A sounding demonstrating the phase ambiguity
of the mirror condensate in the Snow White instrument.
This figure assumes ice on the Snow White mirror, which is
an incorrect assumption below 6 km in this example. Using
the appropriate liquid vapor pressure formulation in this
region as in the CFH brings all three instruments into
agreement.

14 bits or 0.01°C over the temperature range of —140°C to
+50°C.

2.4. Physical Phase of the Mirror Condensate

[16] In the lower troposphere chilled mirror instruments
inherently have to deal with an ambiguity in the phase of the
condensate on the mirror. Instruments like the CFH, the
Snow White hygrometer made by Meteolabor [Vomel et al.,
2003], and the old NOAA/CMDL frost point hygrometer
can maintain liquid water as condensate on the mirror down
to temperatures of —25°C to —30°C. The transition from
liquid to frozen condensate happens spontaneously at tem-
peratures that vary for each sounding. Therefore not know-
ing precisely the phase of the condensate may lead to an
incorrect calculation of the water vapor pressure, since the
phase of the mirror condensate, i.e., liquid or solid, deter-
mines the vapor pressure curve that has to be used to
calculate the partial pressure of water in the air above the
mirror [Fujiwara et al., 2003). Figure 3 shows as example a
sounding using the Snow White hygrometer, a Vaisala RS92
radiosonde and the CFH, all on one balloon. The slight
disagreement between the CFH and the Snow White hygro-
meter below 6 km is due to the ambiguity in the phase of the
mirror condensate in the Snow White instrument. Figure 3
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assumes ice on the mirror, which is an incorrect assump-
tion for the Snow White below 6 km in this example. Using
the appropriate liquid vapor pressure formulation in this
region was found to bring all three instruments into agree-
ment. Removing this ambiguity is of great importance. The
CFH control algorithm eliminates this problem by force
freezing the mirror condensate at a preset mirror tempera-
ture (currently —12.5°C), where the condensate is consis-
tently liquid. At this temperature the mirror is allowed to
cool to —38°C, which quickly freezes any liquid water on
the mirror. After that normal control is resumed. This forced
freezing leads to a data gap of typically 200 m or less and
allows a clear identification of the liquid to ice transition.
Mirror temperatures below the altitude where the force
freezing occurs can then be interpreted unambiguously as
dew point, and above this level as frost point.

[17] Murphy and Koop [2005] suggested that at very cold
temperatures (T < 200 K) water ice may exist not only with
its normal hexagonal crystal structure but also with a cubic
crystal structure. They suggested that the vapor pressure of
cubic ice may be 3% to 11% higher than that of hexagonal
ice, which would influence frost point hygrometer measure-
ments leading to colder frost point temperatures, if the
condensate phase on the mirror was cubic ice instead of
the normal hexagonal form. However, this is not expected to
play a role in measurements using the CFH. Cubic ice is
believed to be metastable under atmospheric conditions in
the upper troposphere and lower stratosphere. The possibil-
ity exists that under very cold conditions cubic ice may form
from the gas phase and persist for a period of time before
spontaneously transforming to the stable hexagonal phase.
However, it does not form from the stable hexagonal phase.
The CFH evaporates and immediately reforms the frost
layer at —53°C (220 K). At this temperature only hexagonal
ice will form. The frost layer is then maintained into the
colder region and will remain in the hexagonal phase, since
a transformation to the metastable cubic phase is not
possible under atmospheric conditions. Thus we do not
expect that cubic ice plays a role in the way the CFH
operates.

2.5. Feedback Controller

[18] The feedback controller is a digital proportional/
integral/derivative (PID) controller, which uses a flexible
parameter schedule to achieve optimal control over the
entire expected frost point temperature range. The tuning
of the PID controller is based on lab measurements, which
were confirmed by atmospheric soundings. Whereas in the
NOAA/CMDL hygrometer the gain change occurs only
once in flight and lead to data loss of a few hundred meters
to few km [Vomel et al., 2007], the frequent and slight
updating of the PID parameters in the CFH does not cause
any loss of data. The PID schedule also makes the instru-
ment settings independent of the geographic region in which
the instrument is flown. CFH instruments can be launched
with the same settings anywhere between polar and tropical
regions. The PID parameters have been optimized for ascent
measurements, which happen with a predictable and slow
rise rate. The microprocessor includes a 16 bit pulse width
modulator that drives the mirror heater and makes optimal
use of the available battery power. The sensor draws about
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Table 1. Sources of Measurement Uncertainty for the CFH

Source Uncertainty

Controller stability 0.5°C

Thermistor calibration fit 0.04°C
Thermistor calibration reproducibility 0.03°C
Calibration of reference thermometer 0.02°C
Digitizing error 0.01°C
Temperature uniformity of the mirror 0.1°C

Total 0.51°C

3W continuous power, which is provided by small lithium
batteries.

[19] The CFH controller maintains the reflectivity of an
ice layer to within less than 0.3% (10), even in situations
where the water vapor concentration changes rapidly. For
liquid condensate the feedback controller is less stable in
reflectivity, however, more stable in terms of temperature
because of the higher amounts of water vapor. The signif-
icant improvements of the controller lead to much smaller
oscillations of the mirror temperature around the ambient
frost point temperature.

[20] The largest source of uncertainty in CFH water vapor
measurements lies in the ability of the controller to maintain
a constant condensate on the mirror. In most cases the
feedback controller will lead to slight oscillations around the
true frost point, which may have an amplitude of some-
where between 0.1°C for well behaved instruments to 1.0°C
for slightly unstable instruments. The typical oscillation
frequency in the stratosphere is around 25 s. For much
larger oscillations that sometimes occur in the NOAA/
CMDL frost point hygrometer, Vomel et al. [2007] have
shown that these controller instabilities can be compensated
by averaging. For the CFH we estimate the uncertainty
introduced by the controller to be less than 0.5°C for 25 s
averaged measurements even for slightly unstable instru-
ments with oscillations of £1.0°C. Given a typical ascent
rate of 5 m/s, this uncertainty applies to layers of 125 m
thickness. For well behaved instruments, this uncertainty is
accordingly smaller and averaging is usually not needed.
Further improvements in the feedback controller may lead
to further improvements in the measurement accuracy.

2.6. Conversion of Mirror Temperature Into Relative
Humidity and Mixing Ratio

[21] To convert frost point or dew point temperature
measurements to relative humidity (RH) or mixing ratio, a
vapor pressure equation is used to calculate the partial
pressure of water vapor from the measured mirror temper-
ature. For the sounding phase where ice is the condensate on
the mirror (i.e., the middle troposphere and above), we use
the Goff Gratch equation [Goff and Gratch, 1946]. This
equation has been used by the NOAA/CMDL frost point
hygrometer, in particular for the Boulder trend measure-
ments. It agrees well with laboratory measurements by
Marti and Mauersberger [1993], with differences of less
than 2.3% at temperatures below —70°C. A recent review of
vapor pressure formulations [Murphy and Koop, 2005] has
pointed out that there is no experimental basis for giving
preference to any of the widely used vapor pressure for-
mulations over ice and that the measurement uncertainty
currently is much larger than the uncertainty introduced by
the use of any common vapor pressure formulations (over ice).
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[22] The mixing ratio is calculated by dividing the water
vapor partial pressure by the pressure of dry air. The uncer-
tainty in mixing ratio is largely the same as that of the partial
pressure, since the uncertainty of the absolute pressure is
small except for the middle stratosphere (P < 20 hPa). The
CFH currently uses the Vaisala RS80 pressure sensor, for
which Vaisala claims an uncertainty of 0.5 hPa.

[23] To calculate relative humidity with respect to liquid
water, great care has to be taken. Vaisala is the largest
radiosonde manufacturer and uses the vapor pressure over
liquid formulation by Hyland and Wexler [1983] in the
calibration of their sensors. Since currently all CFH sound-
ings carry a Vaisala radiosonde, this equation is used to
assure consistency in the comparison with Vaisala RH
measurements. The use of other vapor pressure formulations
for vapor pressure over liquid will introduce additional
differences at cold temperatures, when RH measurements
are compared to Vaisala RH measurements. In particular the
WMO recommended formulations [World Meteorological
Organization, 1998, 2000] are highly problematic, since
they contain typographical errors.

[24] A small correction exists for calculating the vapor
pressure in moist air at high pressures compared to pure
vapor. This enhancement factor amounts to roughly 0.5% at
1000 hPa [Buck, 1981]. Currently this enhancement factor is
ignored to avoid inconsistencies with previous measure-
ments. The error introduced by this is largely negligible
compared to the measurement uncertainty and in particular
it cancels out in the calculation of relative humidity.

2.7. Measurement Uncertainty

[25] Table 1 lists all uncertainties in the frost point or dew
point measurement. The total uncertainty of the frost or dew
point measurement is approximately 0.51°C. By far the
dominating term is the controller stability and the value
given here is a conservative estimate that covers most
conditions. For liquid phase condensate the controller
stability might actually be somewhat better than the value
given here. This is in large part due to the higher amounts of
water vapor, which make the instrument very sensitive to
slight water vapor changes. However, at the same time the
reflectivity stability is not as good as for the ice phase since
small changes in temperature lead to rapid and large
changes in reflectivity. Therefore the controller stability
given in Table 1 should also be assumed for the liquid
phase condensate.

[26] The second largest term of uncertainty is the unifor-
mity of the mirror temperature and the location of the
thermistor embedded in the mirror disk. Measurements with
mirrors that had up to four thermistors installed at different
locations indicate that the location of the thermistor does not
play a role and that the mirror temperature was reproduced
to within less than 0.1°C at all locations tested.

[27] The uncertainty in the air temperature measurement
has to be considered in the uncertainty of RH [e.g., Lin and
Hubbard, 2004]. All soundings currently use a Vaisala
RS80 radiosonde, which provides the temperature measure-
ment. The algorithm to derive the temperature from the
Vaisala thermocap™ response includes the radiation and
ventilation correction provided by Vaisala. The random
uncertainty in the temperature measurement is assumed to
be 0.2°C, the accuracy stated by Vaisala. Luers [1997]
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Figure 4. Measurement uncertainties derived from the
frost point uncertainty as a function of altitude for typical
tropical and polar soundings.

compared the RS80 and the RS90 temperature sensors and
found that after correcting for solar heating the measure-
ments of both sensors agreed to within 0.1 to 0.3°C. Our
own comparisons between the RS80 and RS92 (successor to
the RS90) obtained in 24 soundings at Alajuela, Costa Rica
indicate that both agree to within <0.2°C throughout the
entire troposphere and in the nighttime stratosphere and to
within <0.3°C in the daytime stratosphere. Given the
improved calibration for the RS92 as well as the much
reduced radiation correction of the RS92, we see no reason
to mistrust the stated accuracy of 0.2°C specified by Vaisala
for the RS80 temperature measurements in the troposphere
and tropopause region.

[28] Because of the nonlinearity of the vapor pressure
equation, the uncertainty in the vapor pressure and therefore
mixing ratio and relative humidity depend strongly on
temperature and altitude as well as geographical region.
Figure 4 shows the typical uncertainty of the vapor pressure,
the mixing ratio and the relative humidity as a function of
altitude for typical tropical and polar soundings. The un-
certainty for the calculated mixing ratio shown in Figure 4
also includes a 0.5 hPa uncertainty in the pressure measure-
ment, the accuracy stated by Vaisala. The contribution of
this uncertainty is negligible in the troposphere and lower
stratosphere, but becomes a significant contribution for the
middle stratosphere.

[20] The RH uncertainty includes the uncertainty of
0.2°C in air temperature measurement and is expressed
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as the % fraction of the RH; that is, a 4% uncertainty at
saturation is equal to an uncertainty of 4% RH, whereas at
an RH value of 10% this same 4% uncertainty of the RH
percentage value is only 0.4% RH. The contribution of the
air temperature uncertainty is small for the entire profile
but is largest for the coldest part of the profile, typically
the tropopause region. For a tropical noon time sounding,
where the radiation error is largest, this contribution may
be slightly larger at the tropical tropopause region.

[30] In a dual sounding on 13 December 2005, two CFH
instruments were flown on the same payload to exclude the
atmospheric variability as well as the pressure measurement
uncertainty. These profiles are shown in Figure 5a. The
difference between the measured frost point temperatures is
less than 0.5°C throughout the entire ascent and most of the
descent. Below 8 km on descent the frost point difference
increases to more than 1°C. This payload was checked
within 30 s after landing. Both instruments were found to be
nearly out of cryogen and the difference on descent may be
due to the cryogen running low earlier on one of the two
instruments and subsequently less accurate frost point
control. A higher battery voltage and a slightly higher
optics voltage in this region may also be an indication of
a low cryogen level on the last phase of the descent.

[31] While this sounding is consistent with the claimed
uncertainty, it points out that great care has to be taken in
interpreting the results and that attention to instrument
parameters like frost coverage, optics signal and battery
voltage is essential to properly interpret the measured mirror
temperature.

[32] The AURA validation soundings during the Tico-
sonde 2005 campaign launched at Alajuela, Costa Rica
are the first to make use of the phase-sensitive detector.
Figure 6a shows the ascent and descent data of this
campaign. Some obviously contaminated data have been
eliminated. About 60% of the soundings (14 out of 24) can
be used up to an altitude of 18 km and 37% (9 out of 24) are
useful up to 25 km. Since the stratospheric variability is
small, we can use these soundings to test whether the
reproducibility of stratospheric water vapor observations is
consistent with the uncertainties discussed here. Figure 6b
shows a profile of the standard deviation in this set of
soundings. The variability of these measurements includes
the natural variability of water vapor in addition to all
factors of uncertainty, including controller stability, calibra-
tion uncertainty and the uncertainty of the pressure mea-
surement. Between 18 and 21 km the variability ranges
between 8% and 11%, which is slightly larger than the
instrumental uncertainty. Since this region is still dynami-
cally very active, atmospheric variability is likely to con-
tribute to the variability in the observations. Between 21 km
and 25 km the variability (10) is about 6% and less than the
instrumental uncertainty, while above 25 km it is slightly
larger than the instrumental uncertainty. Since there is little
reason to believe that the atmospheric variability is partic-
ularly large above 25 km, this result may indicate that
balloon contamination becomes significant at this level. In
a second field campaign at Biak, Indonesia, nine CFH
sondes were launched daily in a period of 9 days and the
variability of stratospheric water vapor in this data set
shows the same result. The reproducibility of the CFH
measurements in the stratosphere is consistent therefore with
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